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DESCRIPTION:    ENGINEERED 5/8” X 8.6” (UP TO 82” PLANKS) T&G PLYWOOD CORE   

SPECIES:    OAK, HICKORY & MAPLE 
 
SURFACE TEXTURE:    WIRE BRUSHED 

 
VENEER CUT:    SAWN FACE 
 
VENEER THICKNESS:     4.0MM 

WARRANTY:      10 YEAR COMMERCIAL WARRANTY 
 
INSTALLATION:      STAPLE, FLOAT, GLUE 

 
DIMENSIONS:      5/8" X 8.6” X 82” RL 
 

PACKAGING:       24.86 SF/CTN, 44 CTN/PLT, 1093.84 SF/PLT, 2310 LBS/PLT 

PROFILE:      T&G 

BEVEL:       SQUARE BEVEL 

HARDNESS:      OAK-1360, HICKORY-1813, MAPLE-1450 

WEAR LAYER FINISH:     ALUMINUM OXIDE  

GLOSS LEVEL:      AP-HE: 8±2% ~ES,HA,WT,PA,GR,TE: 5±2% ~<5: OV 
 
CERTIFICATIONS:      CARB II, LACEY ACT COMPLIANT, FLOORSCORE® 

COUNTRY OF HARVEST:    OAK & MAPLE – CHINA ~ HICKORY - USA 

COUNTRY OF ORIGIN:     MANUFACTURED IN CHINA 

 

 

 


